
EUROPEAN STANDARDS

TECHNICAL SHEET

○ Composition: EVA and outsole made of rubber.
○ Professional use: For greasy, wet and slipping surfaces. 

Design and manufacturing: TIGER-GRIP ENGINEERING

120, rue Fornier
31700 BEAUZELLE, France

www.tigergrip.com+ 33 5 34 60 56 56

contact@tigergrip.com

Certifications

REF « JKGB »

CE certification : 

○ NF EN ISO 20347  /2012
○ NF EN 13287

AMERICAN STANDARDS

○ ASTM F 2913

Certified organism:

CTC N° 0075/69367 Lyon – France 

CE PPE CERTIFIED Risk II

● NF EN 13287 – Antislip properties

✓ Outstanding grip coefficient 

✓ Light and comfortable material 

✓ Excellent fit : heel’s dynamic hold system

✓ Ventilation channels : total aeration

✓ Reinforced arches : instep protection

✓ Tiger-grip ® antislip sole Spirit of Grip with self cleaning studs 

○ Oil resistance (FO)

Certification SRC =  SRA +  SRB 

SRB : Anti-slip coefficient on steel floors with glycerin

SRA: Anti-slip coefficient on ceramic floors with detergent

Surface Contact with Standard ISO 13287 Antislip results

Steel Oil SRB = 0.18 + 340% = 0.62

Ceramic
Detergent SRA = 0.32 +140% = 0.54
Water - 0.62

Physico-mechanical test 

Test Hardness Abrasion 
resistance

Density Breaking
traction 
resistance

Breaking
extension 

Tearing
resistance

Standard ISO 
4649/2002

ISO
4649/20

02

EN 12803 EN 12803 ISO 34-1-
Méth. A

Unit Shore A Mm³ g/cm³ daN/cm² % daN/cm

JACK’S-
GRIP 
results

50 140 1,16 137 603 10,5

(personal protective equipment)

CANADIAN STANDARDS

○ Acceptance EN ISO 13287 ( SRC )
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Storage and maintenance
- Hand washable – Let them dry naturally 
- Store in a dry place, away from temperature  variation 
- Do not use below a temperature of -20°c. 

JACK’S GRIP WHITE
Antislip work clog

PPE REGULATION (EU) : 
2016/425


